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RCPA is an Australian pipe
company.

Opportunity:
Melbourne Airport were seeking
opportunities to reduce embodied
carbon for their project at Operations
Road in 2025. RCPA, in conjunction
with Winslow Infrastructure, were
able to offer EKOPipe steel reinforced
concrete pipes as an alternative to
standard concrete pipes for the
drainage works in the Operations
Road project.

Solution:
EKOPipe steel reinforced concrete
pipes were supplied to the Melbourne
Airport for use in Operations Road
extension project within the
Melbourne Airport Business Park
Project in 2025. The majority of the
stormwater drainage lines required
for this project were 1800mm
nominal diameter pipes, with a total
of 490 lineal metres supplied.
Installation of EKOPipes was
conducted in the same manner as
standard concrete pipes.

https://www.rcpa.com.au/


Disclaimer:
The Materials Embodied Carbon Leaders Alliance (MECLA) has dedicated the work to the public domain by waiving all of his or her rights to the
work worldwide under copyright law, including all related and neighboring rights, to the extent allowed by law. You can copy and distribute
even for commercial purposes, without asking permission. In no way are the patent or trademark rights of any person affected by this nor are
the rights that other persons may have in the work or in how the work is used, such as publicity or privacy rights. Unless expressly stated
otherwise, MECLA makes no warranties about the work, and disclaims liability for all uses of the work, to the fullest extent permitted by
applicable law. When using or citing the work, you should not imply endorsement by the author or the affirmer.
The views expressed in this publication may not reflect the combined opinion of MECLA or any of its affiliated organisations. Whilst care has
been taken to present the most accurate information, none of the authors, contributors, administrators, or anyone else connected with
MECLA, in any way whatsoever, can be held responsible for any errors, omissions, or use of the information contained in or linked from this
publication. All information is provided ‘as is’, with no guarantee of completeness, accuracy, timeliness or the results obtained from the use of
this information. Information is intended for general informational purposes and users should obtain specific independent advice from
professionals.
*The tCO2e estimate for the project is provided through the case study submission and not verified by MECLA. To interogate the carbon
reduction figures please contact the organisation making the claim. 

Lessons:

Impact:

Steel reinforced concrete pipes, manufactured
in accordance with AS/NZS 4058-2007, are a
performance tested product. This provides a
unique opportunity to innovate and develop
low-carbon solutions that meet strength and
durability requirements defined in Australian
Standards. RCPA was able to manufacture, test,
and supply EKOPipe low-carbon concrete pipes,
satisfying both the structural requirements as
well as contributing to sustainability targets for
the project. During installation, the construction
teams reported that there was no difference
using EKOPipe compared to standard concrete
pipes.

By utilising EKOPipe concrete pipes
in lieu of standard concrete pipes,
Melbourne Airport were able to
avoid 133.9 tonnes of CO2e in the
delivery of the project.


